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 1. COMPANY PROFILE

 Address

Wanjet AB
Norra Ellenborgsgatan 2, S-233 51 Svedala
Sweden

Telephone: +46-(0)40 40 45 57
Telefax:      +46-(0)40 40 45 81
E-mail: wanjet@swipnet.se

 General Manager

Björn Wannehag

 Bankers

Skandinaviska Enskilda Banken
Box 164
245 22 Staffanstorp, Sweden
Swift code ESSESESM
Account no 5678-10 037 47

 General

Wanjet was founded 1978. We are located in Svedala, which is about 15 km
east of Malmo.
We are specialising in the manufacture of fogging machines and sprayers for
indoor use. Today we have 28 distributors in 18 countries, who are working
with marketing of the Wanjet products.

 Products

We have produced High pressure sprayers since 1981 and fogging machines since
1988. The F-series fogging machines is our fourth generation.
We have today one of the largest assortments of electric fogging machines in Europe
(description in some countries: UlV generator, LVM and cold fogger), from the hand-
held Wanjet F10 up to our fully automatic F40 for large areas.
The new generation of fogging machines is the result from 20 years experience of
plant protective equipment, heavy investments in development and production technol-
ogy. Today we feel that we have achieved a position as a manufacturer of cost
effective quality machines and that we have a potential to compete successfully
on the international market.

COMPANY PROFILE
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 Markets

Our products are in Sweden sold directly to the final users and through
distributors.
We are always working together with distributors on export markets.
The ambition is to reach the market by having different distributors
specialised towards the following markets:

Agricultural market (Disinfection in animal houses, silos etc)
Food industry (Disinfection)
General pest control (Disinfection, insect control and odour control)
Horticultural market (Disinfection and plant protection in greenhouses)

 Drawings and technical information

The technical data and dimensions shown in the product catalogues and leaflets
are subject to alteration without notice. Drawings are for guidance only and are not
binding.

 Finally

Our success is built on a reputation of service to the customer and a quality
product. We are continually looking for ways to improve our products as well
as the information to our distributors and final users.
If You have suggestions or ideas that You feel would enhance this service, we
would be very pleased to listen.



 
 C

op
yr

ig
ht

 W
an

je
t A

B
, S

w
ed

en
, 1

99
9

All rights to technical alterations reserved

MARKETS FOR FOGGING MACHINES

Agricultural machine suppl.

Airports

Animal buildings

Animal hospitals

Bakeries

Breweries

Bus stations

Cafeterias

Camps

Cattle feeders

Cigarette manufact.

Circuses

Cities

Clothing manufact.

Construction sector

Exterminators

Factories

Farms

Where Wanjet fogging machines are sold

Wanjet AB
N Ellenborgsgatan 2, S-233 51 Svedala, Sweden

Tel: +46-(0)40-40 45 57    Fax: +46-(0)40-40 45 81

Food storage

Garden centres

Grain warehouses

Greenhouses

Home owners

Horse tracks

Horticultural machine suppl.

Hospitals

Hotels and motels

Insurance adjusters

Kennels

Laboratories

Meat packers

Mines

Mink ranches

Night clubs

Paper companies

Parks

Pest control - operators

Pet stores

Pharmaceutical Man.

Potatoes storage

Poultry Farms

Restaurants

Recreation vehicle dealers

Schools and universities

Seed companies

Stadiums

Swimming pools

Tennis clubs

Tobacco storage

Tool rental dealers

Truck lines

Veterinaries

Zoos
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WANJET F10
A Hand-held fogging
machine for indoor ap-
plication of chemicals.

Filling up the solution
can be carried out eas-
ily and safely and the
tank is designed to be
easy to clean.

The choice of fogging
method, (Ultra low vol-
ume) or LV (Low vol-
ume) is easy to set by a
special air valve.

The output is deter-
mined infinitely by a so-
lution valve.

The low weight together
with the design of the

machine makes it easy
to carry, but it can also
work from a stationary
place in the area to be
treated.

The on/off switch is
comfortable becuase
the switch is placed on
the handle.

The machine is equipp-
ed with an air filter,
which is easy to replace.

Wanjet F10 is like
Wanjet F15 manufactu-
red in HD Polythene
which is crack proof and
has a very high resist-
ance towards aggres-
sive chemicals .

WANJET F15
The same unit as  Wan-
jet F10, but equipped
with a fog gun and a
flexible hose.
The fog gun makes it
easier to control the di-
rection of the fog at the
same time as it makes
interval fogging without
stopping and starting
the motor possible.

FOGGING MACHINE

F10 F15

Capacity in
ULV mode 0-16 l/h 0-16 l/h

Capacity in LV
mode

16-40 l/h 16-40 l/h

Reach  15 m 15 m

Tank capacity 5 l  5 l

Votage 220-240 VAC 220-240 VAC

Blower, power 1000 W 1000 W

Fog gun - standard

Hose length - 1,3 m

Cord length 0,5 m 0,5 m

Dimensions 41x17x37 cm 41x17x37 cm

Weight 3,5 kg 3,7 kg

 Technical data

Wanjet AB
N Ellenborgsgatan 2, S-233 51 Svedala, Sweden

Tel: +46-(0)40-40 45 57    Fax: +46-(0)40-40 45 81
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TEKNISKA
DATA F20 F21 F22 F23

Fog capacity 0-8,5 l/h 0-8,5 l/h 0-8,5 l/h 0-8,5 l/h

Reach 60 m 60 m 60 m 60 m

Tank capacity 12 l 12 l 12 l 12 l

Agitation by air  by air
by electric

motor
by electric

motor

Fan capacity 5400 m3/h 5400 m3/h 5400 m3/h 5400 m3/h

Fan motor,
power 370 W 370 W 370 W 370 W

Blower, power 1000 W 1000 W 1000 W 1000 W

Equiped with Stand
Wheeled
chassis

Stand
Wheeled
chassis

Adjustable
height - 140-190 cm - 140-190 cm

Dimensions, cm 110x60x88 130x70x165 110x60x88 130x70x165

Weight 30 kg 38 kg 34 kg 42 kg

Treatment of large areas
The units in the Wanjet
F20 series are designed
for treatment of large ar-
eas. The design of the fan
housing is the result of ex-
tensive work on aerody-
namics. By means of the
specially designed intake,
air control and the coni-
cally designed front, a very
powerful air stream with a
long range can be
achieved.

Minimized exposure to
chemicals
A timer makes unattended
treatments up to 12 hours
possible, which means it is
possible to reduce expo-
sure to chemicals to a
minimum.

High reliability
A great deal of care was
taken during the design
stage to use simple and
dependable technical con-
structions that minimize
the need for service and

FOGGING MACHINE

maintenance. All compo-
nents in contact with
chemicals are made of
polythene and stainless
steel.
The chassis is zink plated
to prevent rusting.

 Technical data

Wanjet AB
N Ellenborgsgatan 2, S-233 51 Svedala, Sweden

Tel: +46-(0)40-40 45 57    Fax: +46-(0)40-40 45 81

Wheeled chassis or
stand
Wanjet F20 and F22
are equipped with stands
to be placed on the floor,
a table or on a trolley.
Wanjet F21 and F23 are
equipped with a wheeled
chassis.

Agitation
Wanjet F20 & F21 have a
agitation system working
by air pressure from the
blower.

Wanjet F22 & F23 have a
agitation system, working
by an electric motor, which
is assembled on a tele-
scope arm.
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                       FOGGING MACHINE
WANJET F24

Wanjet F24 is specia-
lly designed for disinf-
ection in food proces-
sing, stock buildings
and livestock.

Reduced labor time
The unit runs unatten-
ded up to 12 h.

Minimized personal
exposure for chemi-
cals
It is only necessary to
be present when filling
the tank and starting
the unit.

High capacity
By means of the
specially designed in-
take, air guides and
the conically designed
front, a very powerful
air stream can be
achieved.

High reliability
All components in
contact with chemicals
are made of polythene
and stainless steel.
The chassis is zink-
plated to prevent rus-
ting.
The machine is easy to
clean, because it is
designed with few

parts, which are speci-
ally designed for the
machine.

Working principles
The unit works with the
ULV/LV principles.
(ULV=Ultra Low Volu-
me, LV=Low Volume).
The small size of aero-
sol droplets means that
coverage of the target
area is achieved with
a lower volume of
liquid than with con-
ventional methods.
This allows the volume
of carrier to be redu-
ced.
The small droplets fall
down very slowly and
are therfore possible
to distribute evenly in
the area by the forced
air circulation

F24
Capacity ................... 0-30 l/h
Control unit ................ timer 12 h
Reach ........................ 60 m
Tank capacity ............ 60 l
Voltage ...................... 220-240 VAC
Fan capacity ............. 5400 m3/h
Fan motor, power ...... 370 W
Blower, power ............ 1000 W
Dimensions, cm ........ 130x70x165
Weight ....................... 41 kg

 Technical data

Wanjet fogging
machines
Wanjet F24 is one of
nine models in the
Wanjet F-series.
In the F-series are
included Wanjet F10
and F15, specially
suitable for desin-
fection of smaller
areas, vehicles etc.

Wanjet F10

Wanjet F15

Wanjet AB
N Ellenborgsgatan 2, S-233 51 Svedala, Sweden

Tel: +46-(0)40-40 45 57    Fax: +46-(0)40-40 45 81

Wanjet F24 positioned in an
area of 60x24 m without any
extra ventilators

Wanjet F24 - Advantages:

NEW!
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FOGGING MACHINE
Fully automatic
atomization!
The Wanjet F30 works
completely unattend-
ed with the help of a
microprocessor.
Atomization can be
set to start at any time
up to 24 hours.

Agitation
Once the machine
has been loaded with
the solution and the
starting time has been
set, agitation starts to
keep the solution in
the tank homogen-
eous.Agitation conti-
nues throughout ato-
mization.

Preventilation
When the preset start-
ing time is reached,
the generator fan
starts building up air
circulation in the
space that is to be
treated.

Atomization
After preventilation,
atomization starts and
continues until the
tank is emptied of the
solution. A sensor
controls this together
with the electronics.

Automatic cleaning
When atomization is
complete, the water in
the wash tank is
drained into the solu-
tion tank. The water is
then atomized so that
the tank, hoses and
nozzle are cleaned.

Final ventilation
In order to distribute
the particles floating in
the air even better, the
generator’s last pro-
gramme stage is final
ventilation. When final
ventilation is com-
plete, all functions on
the unit stop.

High performance
and reliability
The design of the fan
housing is the result of

TEKNISKA
DATA

F30

Fog capacity 0-8,5 l/h

Control unit Microprocessor

Reach 60 m

Tank capacity 12 l

Cleaning system Automatic

Voltage 220-240 VAC, 1400 W

Fan capacity 5400 m3/h

Fan motor, power 370 W

Blower, power 1000 W

Adjustable height 140-190 cm

Dimensions, cm 130x70x165

Weight 42 kg

Wanjet AB
N Ellenborgsgatan 2, S-233 51 Svedala, Sweden

Tel: +46-(0)40-40 45 57    Fax: +46-(0)40-40 45 81

 Technical data

an extensive work on
aerodynamics.
By means of the spe-
cially designed intake,
air control and the
conically designed
front, a very powerful
air stream with a long
range can be achie-
ved.
For high reliability, all
components in cont-
act with chemicals are
made of polythene
and stainless steel.
The chassis is galva-
nized to prevent rust-
ing.
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FOGGING MACHINE
Fully automatic
atomization!
Wanjet F40 works
completely unattend-
ed with the help of a
microprocessor.
Atomization can be
set to start at any time
up to 24 hours.

Agitation
Once the machine
has been loaded with
the solution and the
starting time has been
set, agitation starts to
keep the solution in
the tank homogen-
eous.Agitation conti-
nues throughout ato-
mization.

Preventilation
When the preset start-
ing time is reached,
the generator fan
starts building up air
circulation in the
space that is to be
treated.

Atomization
After preventilation,
atomization starts and
continues until the
tank is emptied of the
solution. A sensor
controls this together
with the electronics.

Automatic cleaning
When atomization is
complete, the water in
the wash tank is
drained into the solu-
tion tank. The water is
then atomized so that
the tank, hoses and
nozzle are cleaned.

Final ventilation
In order to distribute
the particles floating in
the air even better, the
generator’s last pro-
gramme stage is final
ventilation. When final
ventilation is com-
plete, all func-
tions on the unit stop.

High performance
and reliability
The design of the fan
housing is the result of
extensive work on
aerodynamics. By
means of the specially
designed
intake, air control and
the conically designed
front, a very powerful
air stream with a long
range can be achie-
ved.
For high reliability, all
components in cont-
act with chemicals are
made of polythene
and stainless steel.
The chassis is galva-
nized to prevent rust-
ing.

 Technical data

Wanjet AB
N Ellenborgsgatan 2,

S-233 51 Svedala, Sweden
Tel: +46-(0)40-40 45 57
Fax: +46-(0)40-40 45 81

TEKNISKA
DATA

F40

Fog capacity 0-17 l/h

Control unit microprocessor

Reach 120 m

Tank capacity 2x12 l

Cleaning system Automatic

Voltage 380-400 VAC, 2,8 kW

Fan capacity 10800 m3/h

Fan motor, power 2x370 W

Blower, power 2x1000 W

Adjustable height 140-190 cm

Dimensions, cm 130x100x165

Weight 85 kg
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F30SI                              FOGGING MACHINE
Fully automatic
atomization!
The Wanjet F30SI is
designed for stationary
installation.
The method of working
is mainly equal to F30,
but the machine is di-
vided into two parts:

The fogging unit
The fogging unit is
mounted like a circula-
tion fan. This gives the
user an opportunity to
place the unit any-
where in the area to be
treated.

The tank & control unit
The tank and control
unit is mounted with
two bolts in a safe and
convenient height for

Wanjet AB
N Ellenborgsgatan 2, S-233 51 Svedala, Sweden

Tel: +46-(0)40-40 45 57    Fax: +46-(0)40-40 45 81

the operator.
The output setting is
adjustable from the
control unit.

Connection to
climate computer
We are now develop-
ing a software to our
F30SI. It gives you an
opportunity to con-
nect most of the exist-
ing climate computers
on the market.
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40 m

40 m

60 m

60 m

T

T

120 m

Wanjet F40

Cirkulation fan

12 m

15 m

T

 T Wanjet F10

Wanjet F20 - F30

Cirkulation fan

 Technical data - fogging machines

F10 F15 F20 F21 F22 F23 F30 F40
Fog capacity ........................... 0-40 l/h* ...... 0-40 l/h* .... 8,5 l/h ........... 8,5 l/h .................. 8,5 l/h .............. 8,5 l/h ................ 8,5 l/h ................. 2 x 8,5 l/h
Reach ..................................... 15 m ............ 15 m .......... 60 m ............. 60 m ................... 60 m ................ 60 m .................. 60 m ................... 2x60 m
Tank capacity ......................... 5 l ................ 5 l .............. 12 l ............... 12 l ...................... 12 l .................. 12 L ................... 12 L .................... 2X12 L
Agitation, solution tank ........... - .................. - ................ by air ............ by air ................... electric motor .. electric motor ..... electric motor ..... electric motor
Cleaning system ..................... - .................. - ................ - .................... - .......................... - ...................... - ......................... standard ............. standard
Voltage, VAC .......................... 220-240....... 220-240 .... 220-240 ........ 220-240 .............. 220-240 .......... 220-240 ............. 220-240 .............. 380-400
Fan capacity ........................... - .................. - ................ 5400 m3/h ..... 5400 m3/h ........... 5400 m3/h ........ 5400 m3/h .......... 5400 m3/h ........... 10800 m3/h
Feet/wheeled chassis ............. - .................. - ................ stand ............ wheeled  chassis stand ............... wheeled chassis wheeled chassis . wheeled  chassis
Dimensions, cm ...................... 41x17x37 .... 41x17x37 .. 110x60x88 ... 130x70x165 ........ 110x60x88 ...... 130x70x68 ......... 130x70x165 ....... 130x100x165
Weight .................................... 3,5 kg .......... 3,7 ............. 30 kg ............ 38 kg ................... 34 kg ............... 42 kg ................. 42 kg .................. 85 kg

* Output for LV fogging included

 Positioning of Wanjet fogging machines

 Wanjet F10 Wanjet F20 - F30 Wanjet F40

FOGGING MACHINES

Wanjet AB
N Ellenborgsgatan 2, S-233 51 Svedala, Sweden

Tel: +46-(0)40-40 45 57    Fax: +46-(0)40-40 45 81



We have also an assortment of sprayers & spray equipment for indoor use...

Wanjet AB    N Ellenborgsgatan 2    S-233 51  Svedala    Sweden
Tel: +46-40 40 45 57    Fax: +46-40 40 45 81

e-mail: wanjet@swipnet.se
Home page: www.wanjet.se
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